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BOW EYE, U-BOLT 
304 stainless steel

Welded base plate minimizes potential  
	 corrosion and provides superior sealing

•

•

Part No A mm B mm C mm D mm E mm

M7-32-9026293 100 (4”) 64 (2 1/2”) 36 (1 7/16”) 9 (3/8”) 19 (3/4”)

M7-32-9026294 115 (4 1/2”) 76 (3”) 36 (1 7/16”) 9 (3/8”) 19 (3/4”)

M7-32-9026295 127 (5”) 89 (3 1/2”) 36 (1 7/16”) 9 (3/8”) 19 (3/4”)

M7-32-9026296 110 (4 5/16”) 64 (2 1/2”) 46 (1 13/16”) 13 (1/2”) 19 (3/4”)

M7-32-9026297 122 (4 13/16”) 76 (3”) 46 (1 13/16”) 13 (1/2”) 19 (3/4”)

M7-32-9026298 136 (5 3/8”) 79 (3 1/8”) 46 (1 13/16”) 13 (1/2”) 19 (3/4”)

M7-32-9026313 161 (6 3/8”) 104 (4 1/8”) 46 (1 13/16”) 13 (1/2”) 19 (3/4”)

M7-32-9026316 204 (8”) 140 (5 1/2”) 48 (1 7/8”) 16 (5/8”) 25 (1”)

BOW EYE U-BOLT  
316 stainless steel cover tube on  

	 hardened steel thread style allows for  
	 maximum strength and provides  
	 superior corrosion resistance 

•

Part No. Dia. O.L. Thread L. C.TO C.

M7-32-9506510 M10 114.3 (4 1/2”) 63.5 (2 1/2”) 35.7 (1 7/16”)

M7-32-9506512 M12 120 (4 3/4”) 60 (2 3/8”) 46 (1 7/8”)
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STERN EYE, U-BOLT 
304 stainless steel

Heavy duty base plate and backing  
	 plate for superior strength

Welded base plate minimizes potential  
	 corrosion and provides superior sealing

Round base plate design

•

•

•

•

Part No A mm B mm C mm D mm E mm

M7-32-9107726 155 (6 1/8”) 98 (3 7/8”) 48 (1 7/8”) 16 (5/8”) 83 (3 1/4”)�

M7-32-9107727 203 (8”) 127 (5”) 48 (1 7/8”) 16 (5/8”) 83 (3 1/4”)

STERN EYE, U-BOLT 
304 stainless steel

Heavy duty base plate and backing  
	 plate for superior strength

Welded base plate minimizes potential  
	 corrosion and provides superior sealing

Oval base plate design

•

•

•

•

Part No A mm B mm C mm D mm E mm

M7-32-9107721 110 (4 5/16”) 64 (2 1/2”) 46 (1 13/16”) 13 (1/2”) 43 (1 11/16”)

M7-32-9107722 122 (4 13/16”) 76 (3”) 46 (1 13/16”) 13 (1/2”) 43 (1 11/16”)

M7-32-9107723 136 (5 3/8”) 79 (3 1/8”) 46 (1 13/16”) 13 (1/2”) 43 (1 11/16”)

M7-32-9107724 161 (6 3/8”) 104 (4 1/8”) 46 (1 13/16”) 13 (1/2”) 43 (1 11/16”
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PAD EYE 
316 stainless steel

Cast compact mono shape base with  
	 countersunk screw holes provides  
	 smooth even appearance

Friction hinged eye for rattle-free  
	 operation

•

•

•

Part No Model A mm B mm C mm

M7-73-9506307 Single Ring 55 (2 3/16”) 10 (3/8”) 6 (1/4”) 

M7-73-9506308 Double Ring 89 (3 1/2”) 10 (3/8”) 6 (1/4”)

STERN EYE, U-BOLT 
304 stainless steel

Welded base plate minimizes potential  
	 corrosion and provides superior sealing

•

•

Part No A mm B mm C mm D mm E mm

M7-32-9026287 100 (4”) 64 (2 1/2”) 36 (1 7/16”) 9 (3/8”) 25 (1”)

M7-32-9026288 115 (4 1/2”) 76 (3”) 36 (1 7/16”) 9 (3/8”) 25 (1”)

M7-32-9026289 127 (5”) 89 (3 1/2”) 36 (1 7/16”) 9 (3/8”) 25 (1”)

M7-32-9026290 110 (4 5/16”) 64 (2 1/2”) 46 (1 13/16”) 13 (1/2”) 30 (1 3/16”)

M7-32-9026291 122 (4 13/16”) 76 (3”) 46 (1 13/16”) 13 (1/2”) 30 (1 3/16”)

M7-32-9026292 136 (5 3/8”) 79 (3 1/8”) 46 (1 13/16”) 13 (1/2”) 30 (1 3/16”)

M7-32-9026314 161 (6 3/8”) 104 (4 1/8”) 46 (1 13/16”) 13 (1/2”) 30 (1 3/16”)

M7-32-9026315 204 (8”) 140 (5 1/2”) 48 (1 7/8”) 16 (5/8”) 38 (1 1/2”)
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FEMALE SCREW EYE
316 stainless steel

Heavy duty design for superior strength

•

•

Part No A mm B mm C mm D mm

M7-32-9107506 25 (1”) 27 (1 1/16”) 6 (1/4”) 6 (1/4”)

M7-32-9107508 33 (1 5/16”) 36 (1 7/16”) 8 (5/16”) 8 (5/16”)

M7-32-9107510 42 (1 5/8”) 45 (1 3/4”) 10 (3/8”) 10 (3/8”)

M7-32-9107512 56 (2 1/4”) 57 (2 1/4”) 12 (1/2”) 12 (1/2”)

M7-32-9107514 62 (2 7/16”) 63 (2 1/2”) 14 (9/16”) 14 (9/16”)

M7-32-9107516 68 (2 11/16”) 68 (2 11/16”) 16 (5/8”) 16 (5/8”)

STRAP EYE
316 stainless steel

Designed for 25mm (1”) webbing / strap

•

•

Part No A B C D E F

M7-40-9024403 50.8 (2”) 9.5 (3/8”) 9.5 (3/8”) 28.6 (1 1/8”) 15.9 (5/8”) 38.1 (1 1/2”)

SWIVEL LOCKING EYE
316 Stainless Steel 

Rotate eye 180 Deg. to remove or install 
	 pin �into flush socket.�

•

•

Part No Model A mm B mm C mm D mm E mm

M7-45-9314550 Angle 44 (1-3/4”) 22 (7/8”) 10 (3/8”) 12 (1/2”) 14 (9/16”)�

M7-45-9314631 Straight 44 (1-3/4”) 22 (7/8”) 10 (3/8”) 12 (1/2”) 14 (9/16”)
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FLUSH EYE
316 stainless steel

Unique flushed design allows for usage  
	 on applications such as swimming  
	 platforms

Available with a screw or stud  
	 installation

Backing plate included

Suitable for rope up to Ø12.5mm (1/2”)

•

•

•

•

•

Part No Model A mm B mm C mm D mm

M7-06-9125205 Stud 79 (3 1/8”) 39 (1 1/2”) 19 (3/4”) 61 (2 7/16”)

M7-06-9125206 Screw 79 (3 1/8”)  - 19 (3/4”) 61 (2 7/16”)

EYE BOLT
316 stainless steel

Includes mounting washer and nut

•

•

Part No A mm B mm C mm D mm

M7-32-9107621 40 (1 9/16”) 6 (1/4”) 25 (1”) 67 (2 5/8”)

M7-32-9107623 60 (2 3/8”) 6 (1/4”) 25 (1”) 87 (3 7/16”)

M7-32-9107625 80 (3 1/8”) 6 (1/4”) 25 (1”) 107 (4 1/4”)

M7-32-9107627 60 (2 3/8”) 8 (5/16”) 33 (1 5/16”) 96 (3 3/4”)

M7-32-9107629 80 (3 1/8”) 8 (5/16”) 33 (1 5/16”) 116 (4 9/16”)

M7-32-9107631 100 (4”) 8 (5/16”) 33 (1 5/16”) 136 (5 3/8”)

M7-32-9107633 80 (3 1/8”) 10 (3/8”) 42 (1 5/8”) 125 (4 15/16”)

M7-32-9107634 85 (3 3/8”) 10 (3/8”) 42 (1 5/8”) 130 (5 1/8”)

M7-32-9107635 100 (4”) 10 (3/8”) 42 (1 5/8”) 145 (5 11/16”)

M7-32-9107637 100 (4”) 12 (1/2”) 56 (2 3/16”) 157 (6 3/16”)

M7-32-9107639 120 (4 3/4”) 12 (1/2”) 56 (2 3/16”) 177 (7”)

M7-32-9107641 150 (5 15/16”) 12 (1/2”) 56 (2 3/16”) 207 (8 1/8”)

M7-32-9107643 120 (4 3/4”) 14 (9/16”) 62 (2 7/16”) 183 (7 3/16”)

M7-32-9107645 140 (5 1/2”) 14 (9/16”) 62 (2 7/16”) 203 (8”)

M7-32-9107647 140 (5 1/2”) 16 (5/8”) 68 (2 11/16”) 208 (8 3/16”)

M7-32-9107649 160 (6 5/16”) 16 (5/8”) 68 (2 11/16”) 228 (9”)




